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General Description
The radiator contains a 1.06 m² (11.41 ft²) radiator element that acts as a heat exchanger to transfer thermal 
energy from water to air. The unit allows manual blower-speed control using either a built-in adjustment knob or 
external signals (0-5 V or 4-20 mA). The maximum air flow rate is 3060 L/min (106 ft³/min). The dual blower 
consists of two electric motors with fan blades that are powered by a 24 V dc, 2.4 A power supply output.

Specifications
Parameter Value

Cooling Unit

Type Forced-air cooling coil with variable-speed fans

Fans

Quantity 2

Ratings

Voltage 24 V dc

Current 0.4 A dc

Maximal Air Flow Rate 3060 L/min (106 ft³ /min)

Temperature Measurement Ports 2 inlets/outlets

Fan Speed Control

Direction Direct or reverse

Modes Manual with built-in adjustment knob or external using 0-5 V or 4-20 mA signals.

Physical Characteristics

Dimensions (H x W x D) 32 x 17 x 27.3 cm (12.6 x 6.7 x 10.75 in)

Net Weight 5.08 kg (11.2 lb)
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Reflecting the commitment of Festo Didactic to high quality standards in product, design, development, production, 
installation, and service, our manufacturing and distribution facility has received the ISO 9001 certification. 

Festo Didactic reserves the right to make product improvements at any time and without notice and is not responsible 
for typographical errors. Festo Didactic recognizes all product names used herein as trademarks or registered 
trademarks of their respective holders. © Festo Didactic Inc. 2024. All rights reserved.

Festo Didactic SE

Rechbergstrasse 3
73770 Denkendorf
Germany

P. +49(0)711/3467-0
F. +49(0)711/347-54-88500

Festo Didactic Inc.

607 Industrial Way West
Eatontown, NJ 07724
United States

P. +1-732-938-2000
F. +1-732-774-8573

Festo Didactic Ltée/Ltd

675 rue du Carbone
Québec QC G2N 2K7
Canada

P. +1-418-849-1000
F. +1-418-849-1666

www.labvolt.com

www.festo-didactic.com


